
PRODUCT DESCRIPTION

VpCI®-377 is a water-based concentrate designed as a complete 
replacement for oil-based rust preventives for indoor protection of 
equipment and components. VpCI®-377 is a corrosion preventive 
liquid that meets tough anti-pollution requirements. The wide 
GLOXWLRQ�UDQJH�ZLWK�ZDWHU�����������DOORZV�ÁH[LELOLW\�WR�FXVWRPL]H�
the length of protection required and the applied cost per square 
foot (or m2).

VpCI®-377 forms a solution in water and is applied to metal 
VXUIDFHV�E\�VSUD\LQJ�RU�GLSSLQJ��,Q�PDQ\�FDVHV��9S&,®-377 does 
QRW�DOZD\V�QHHG�WR�EH�UHPRYHG��EXW�LI�QHFHVVDU\��FDQ�EH�UHPRYHG�
ZLWK�FRQYHQWLRQDO�DONDOLQH�FOHDQHUV��VXFK�DV�&RUWHF�9S&,®-414.

VpCI®-377 is also available in a cold weather version. VpCI®-
����:LQWHUL]HG�KDV�D�ORZHU�IUHH]LQJ�SRLQW�IRU�WKH�FRQYHQLHQFH�RI�
application and storage in cold temperataures.

*Contact Cortec® Technical Service for dilution recomendations.

FEATURES

• Protects ferrous and non-ferrous metals
• :DWHU�VROXEOH��VDIH�WR�DSSO\
• 9HU\�VWDEOH�LQ�KDUG�ZDWHU
• :LOO�QRW�FORJ�ÀOWUDWLRQ�V\VWHPV
• )RUPV�D�FOHDU��GU\��K\GURSKRELF�ÀOP�
• (DV\�WR�UHPRYH�LI�QHFHVVDU\
• Nitrite and phosphate ester free

• 1RQ�ÁDPPDEOH
• Passes ASTM D-4627-86 (Test Method for Iron Chip Corrosion 
IRU�:DWHU�VROXEOH�0HWDOZRUNLQJ�)OXLGV��DW����E\�ZHLJKW

• ([FHOOHQW�ZHWWLQJ�SURSHUWLHV
• 1R�KD]DUGRXV�GHFRPSRVLWLRQ�E\�SURGXFWV
• &DQ�EH�FRDWHG�RYHU�ZLWK�PRVW�FRQYHQWLRQDO�SDLQW�V\VWHPV

TYPICAL APPLICATIONS

7KLQ�ÀOP�FRDWLQJ�IRU�GU\�VWRUDJH�RI�
• &DVWLQJV��WXEXODU�SDUWV��ÀQLVKHG�SDUWV��JHDUV
• Pumps and housings
• 7H[WLOH�DQG�SULQWLQJ�HTXLSPHQW
• 6WUXFWXUDO�VWHHO��VLQWHUHG�PHWDOV
• Bars and roll stock
• $GGLWLYH�WR�ULQVH�ZDWHU�V\VWHPV

6SUD\LQJ�RU�GLSSLQJ�RQ�PHWDO�VXUIDFHV�ZLOO�SURYLGH�LQGRRU�SURWHFWLRQ�

METALS PROTECTED

• Carbon steel
• Aluminum
• Stainless steel 
• Copper
• *DOYDQL]HG�VWHHO

APPLICATION

Product Preparation:

Add VpCI®�����WR�ZDWHU�DQG�PL[�WKRURXJKO\��6SUD\��GLS��RU�XVH�
in parts washers and rinse tanks. Solution concentration can be 
PRQLWRUHG�E\�D�UHIUDFWRPHWHU��RU�S+�

VpCI®-377/377 Winterized

Environmentally Safe VpCI®/MCI® Technologies
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FOR INDUSTRIAL USE ONLY
KEEP OUT OF REACH OF CHILDREN
KEEP CONTAINER TIGHTLY CLOSED
NOT FOR INTERNAL CONSUMPTION
CONSULT SAFETY DATA SHEET FOR MORE INFORMATION

'LVWULEXWHG�E\�

�����:KLWH�%HDU�3DUNZD\��6W��3DXO��01���������86$
3KRQH�����������������)D[���������������
7ROO�)UHH���������&257(&��(�PDLO�LQIR#FRUWHFYFL�FRP
KWWSV���ZZZ�FRUWHFYFL�FRP

LIMITED WARRANTY
All statements, technical information and recommendations contained herein are based on tests Cortec® Corporation 
believes to be reliable, but the accuracy or completeness thereof is not guaranteed.

Cortec® Corporation warrants Cortec® products will be free from defects when shipped to customer.  Cortec® Corpora-
tion’s obligation under this warranty shall be limited to replacement of product that proves to be defective.  To obtain 
replacement product under this warranty, the customer must notify Cortec® Corporation of the claimed defect within six 
months after shipment of product to customer.  All freight charges for replacement products shall be paid by customer.

Cortec® Corporation shall have no liability for any injury, loss or damage arising out of the use of or the inability to 
use the products.
BEFORE USING, USER SHALL DETERMINE THE SUITABILITY OF THE PRODUCT FOR ITS INTENDED USE, 

AND USER ASSUMES ALL RISK AND LIABILITY WHATSOEVER IN CONNECTION THEREWITH.  No representation 
or recommendation not contained herein shall have any force or effect unless in a written document signed by an 
RI¿FHU�RI�&RUWHF® Corporation.

THE FOREGOING WARRANTY IS EXCLUSIVE AND IN LIEU OF ALL OTHER WARRANTIES, EXPRESS, IMPLIED 
OR STATUTORY, INCLUDING WITHOUT LIMITATION ANY IMPLIED WARRANTY OF MERCHANTABILITY OR 
OF FITNESS FOR A PARTICULAR PURPOSE.  IN NO CASE SHALL CORTEC® CORPORATION BE LIABLE FOR 
INCIDENTAL OR CONSEQUENTIAL DAMAGES.

3ULQWHG�RQ�UHF\FOHG�SDSHU�   100% post consumer

5HYLVHG������������6XSHUFHGHV��������������&RUWHF�&RUSRUDWLRQ�����������RI�&RUWHF�&RUSRUDWLRQ���
$OO�5LJKWV�5HVHUYHG��&RS\LQJ�RI�WKHVH�PDWHULDOV�LQ�DQ\�IRUP�ZLWKRXW�WKH�ZULWWHQ�DXWKRUL]DWLRQ�RI�&RUWHF�&RUSRUDWLRQ�LV�VWULFWO\�
SURKLELWHG���������&RUWHF�&RUS��,62�DFFUHGLWDWLRQ�DSSOLHV�WR�&RUWHF·V�SURFHVVHV�RQO\�
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TYPICAL PROPERTIES

VpCI®-377

Appearance
Clear dark brown 
or black liquid

)LOP�7\SH 'U\��FOHDU

Non-volatile Content 40-47%

S+ 7.5-9.5 (Neat)

'HQVLW\ ��������OE�JDO������������NJ�O�

%2'�&2'�
������VROXWLRQ�LQ�ZDWHU����GD\V�

0.48

Corrosion Resistance 8S�WR����PRQWKV�LQGRRUV

VpCI®-377 Winterized

Appearance Clear amber liquid

)LOP�7\SH 'U\��FOHDU

Non-volatile Content 36-42%

S+ 7.8-8.9 (Neat)

'HQVLW\ ��������OE�JDO������������NJ�O�

Carrier :DWHU���3URS\OHQH�JO\FRO

)UHH]H�SRLQW -22°F (-30°C)

Corrosion Resistance 8S�WR����PRQWKV�LQGRRUV

STANDARD TEST METHODS

ASTM D1735 Water Fog Cabinet

ASTM D-1748 +XPLGLW\�&DELQHW

ASTM D-4627 Cast Iron Chip Test

ASTM G-31 Immersion Corrosion Testing

NACE RP0487-2000 Selection of Rust Preventitives

STORAGE AND PACKAGING

VpCI®�����LV�DYDLODEOH�LQ���JDOORQ�����OLWHU��SDLOV�����JDOORQ������
OLWHU��GUXPV��OLTXLG�WRWHV��DQG�EXON��7KH�SURGXFW�VKRXOG�EH�VWRUHG�
VHDOHG�LQ�D�KHDWHG�ZDUHKRXVH�WR�DYRLG�IUHH]LQJ��

VpCI®�����:LQWHUL]HG�LV�DYDLODEOH�LQ���JDOORQ�����OLWHU��SDLOV�����
JDOORQ������OLWHU��GUXPV��OLTXLG�WRWHV��DQG�EXON�

VpCI®-377 is also available in EcoAir® compressed air cans (12 
R]��������J��ERWWOHV�

Shelf life is 24 months.


