
PRODUCT DESCRIPTION

VpCI®-329 is an oil-based vapor corrosion inhibiting concentrate 
for use with lubricating, hydraulic, and preservation oils, and pro-
vides excellent protection in sheltered outdoor/indoor conditions.  
VpCI®�����SURWHFWV�LQ�WZR�XQLTXH�ZD\V�E\�RIIHULQJ�D�WHQDFLRXV�ÀOP��
ZKLFK�FOLQJV�WR�PHWDO�VXUIDFHV�DV�ZHOO�DV�YDSRU�SKDVH�LQKLELWRUV�LQWR�
WKH�DLU�DERYH�WKH�RLO��7KH�YDSRUV�FRQGHQVH�DQG�IRUP�D�SURWHFWLYH�
EDUULHU�RQ�PHWDO�VXUIDFHV�WKDW�DUH�QRW�LQ�FRQWDFW�ZLWK�WKH�RLO��7KLV�
FRPELQDWLRQ�DOORZV�FRPSOHWH�SURWHFWLRQ�WR�LQWHUQDO�V\VWHP�SDUWV�

FEATURES

• &RQWDLQV� QR� KD]DUGRXV� FKURPDWHV�� QLWULWHV�� RU� SKRVSKDWH�
inhibitors

• +LJK�ÁDVK�DQG�ÀUH�SRLQWV
• 3URWHFWV�IHUURXV�PHWDOV��]LQF��JDOYDQL]HG�VWHHO��DOXPLQXP��FRSSHU��

and brass.
• &RPSDWLEOH�ZLWK�PRVW�RLOV
• &DQ�EH�IRJJHG�LQWR�PHWDO�FRPSDUWPHQWV
• Parts can be dipped and stored
• VpCI®-329 provides good salt spray resistance
• NATO #6850-66-132-6100 / NSN #6850-01-470-3359
• VpCI®�����LV�FRPPHUFLDO�HTXLYDOHQW�WR�0,/�35)������&��*UDGH�

1)

METHOD OF APPLICATION

Short-term protection: One part VpCI®-329 to 19 parts oil.

Medium-term protection: One part VpCI®-329 to 9 parts oil.

Long-term protection: One part VpCI®-329 to 4 parts oil.

Storing metal parts: Spray, dip, or brush VpCI®�����RQWR�PHWDO�
parts before storage.

Storage for lubricating, hydraulic, and metal cutting systems:
Add Cortec® VpCI®�����WR�RLO�LQ�HQJLQHV�EHIRUH�VWRUDJH��)RU�EHVW�
results, add VpCI®-329 to the oil, then cycle or run the engine for 
���PLQXWHV�EHIRUH�VKXWGRZQ��

TYPICAL PROPERTIES

Oil Characteristics Typical Values

Appearance Opaque Tan Color

6SHFLÀF�*UDYLW\ 0.91

Viscosity (ASTM D92)

40 °C 51.4 cSt

100 °C 8.1 cSt

Index 129

Pour Point (ASTM D6749) �����&�������)�

Flash Point (ASTM D92) �����&�������)�

Fire Point (ASTM D92) �����&�������)�

Total Acid Number (ASTM D974) PJ�.2+�J 26.9

Oil Separability (ASTM D1401) 
@ 82°C (180°F)

2LO��PO 0

:DWHU��PO 0

(PXOVLRQ��PO 80

7LPH��PLQ 60

Foaming Characteristics 
(ASTM D892)

Seq. I 365/290/600+

Seq. II 435/350/600+

Seq. III 340/260/600+

3URSHUWLHV�OLVWHG�DERYH�DUH�W\SLFDO�RI�WKRVH�REWDLQHG�WKURXJK�QRUPDO�SURGXFWLRQ�DQG�
GR�QRW�FRQVWLWXWH�D�VSHFLÀFDWLRQ��9S&,®-329 is generally soluble in hydrocarbon 
EDVHG�ÁXLGV��KRZHYHU�FRPSDWLELOLW\�DQG�VROXELOLW\�VKRXOG�EH�YHULÀHG�SULRU�WR�XVH��
Please contact Cortec®�7HFKQLFDO�6HUYLFH�IRU�PRUH�LQIRUPDWLRQ�

VpCI®-329
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FOR INDUSTRIAL USE ONLY
KEEP OUT OF REACH OF CHILDREN
.((3�&217$,1(5�7,*+7/<�&/26('
NOT FOR INTERNAL CONSUMPTION
CONSULT SAFETY DATA SHEET FOR MORE 
INFORMATION

Distributed by:

�����:KLWH�%HDU�3DUNZD\��6W��3DXO��01���������86$
3KRQH�����������������)D[���������������
7ROO�)UHH���������&257(&��(�PDLO�LQIR#FRUWHFYFL�FRP
KWWS���ZZZ�FRUWHFYFL�FRP

LIMITED WARRANTY
All statements, technical information and recommendations contained herein are based on tests Cortec® Corporation 
believes to be reliable, but the accuracy or completeness thereof is not guaranteed.

Cortec® Corporation warrants Cortec® products will be free from defects when shipped to customer.  Cortec® Corpora-
tion’s obligation under this warranty shall be limited to replacement of product that proves to be defective.  To obtain 
replacement product under this warranty, the customer must notify Cortec® Corporation of the claimed defect within six 
months after shipment of product to customer.  All freight charges for replacement products shall be paid by customer.

Cortec® Corporation shall have no liability for any injury, loss or damage arising out of the use of or the inability to 
use the products.
BEFORE USING, USER SHALL DETERMINE THE SUITABILITY OF THE PRODUCT FOR ITS INTENDED USE, 

AND USER ASSUMES ALL RISK AND LIABILITY WHATSOEVER IN CONNECTION THEREWITH.  No representation 
or recommendation not contained herein shall have any force or effect unless in a written document signed by an 
RI¿FHU�RI�&RUWHF® Corporation.

THE FOREGOING WARRANTY IS EXCLUSIVE AND IN LIEU OF ALL OTHER WARRANTIES, EXPRESS, IMPLIED 
OR STATUTORY, INCLUDING WITHOUT LIMITATION ANY IMPLIED WARRANTY OF MERCHANTABILITY OR 
OF FITNESS FOR A PARTICULAR PURPOSE.  IN NO CASE SHALL CORTEC® CORPORATION BE LIABLE FOR 
INCIDENTAL OR CONSEQUENTIAL DAMAGES.

Printed on recycled paper    �����SRVW�FRQVXPHU

5HYLVHG������������6XSHUFHGHV���������������&RUWHF�&RUSRUDWLRQ�����������RI�&RUWHF�&RUSRUDWLRQ���
$OO�5LJKWV�5HVHUYHG��&RS\LQJ�RI�WKHVH�PDWHULDOV�LQ�DQ\�IRUP�ZLWKRXW�WKH�ZULWWHQ�DXWKRUL]DWLRQ�RI�&RUWHF�&RUSRUDWLRQ�LV�VWULFWO\�
SURKLELWHG���������&RUWHF�&RUS��,62�DFFUHGLWDWLRQ�DSSOLHV�WR�&RUWHF·V�SURFHVVHV�RQO\�
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STANDARD TEST METHODS

$670�'����� +XPLGLW\�&DELQHW 600+ Hours

$670�%��� Salt Spray 100 Hours

3$&.$*,1*�$1'�6725$*(

VpCI®�����LV�SDFNDJHG�LQ���JDOORQ�����OLWHU��SODVWLF�SDLOV�����JDOORQ�
�����OLWHU��PHWDO�GUXPV��WRWHV��DQG�EXON��7KH�SURGXFW�VKRXOG�EH�
sealed before storage. Agitate before each use. The shelf life of 
VpCI®�����LV�XS�WR����PRQWKV�


